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ABSTRACT: CFD-based numerical wave tank (CNWT) models, are a useful tool for the analysis of wave
energy converters (WECs). During the development of a CNWT, model validation is important, to prove the
accuracy of the numerical solution. This paper presents a validation study of a CNWT model for the 1:10 scale
Wavestar point-absorber device. The previous studies reported by Ransley et al. (2017) and Windt et al. (2018b)
are extended in this paper, by including cases in which the power-take off (PTO) system is engaged. In this
study, the PTO is represented as a simple linear damping term in the CNWT WEC model, providing a first
approximation to the full PTO dynamics, to be included in the CNWT in future work. The numerical results,
for surface elevation and device position, are shown to compare well with the experimental measurements.
1 INTRODUCTION
Numerical modelling of WECs using CNWTs has
recently attracted increased attention (Windt et al.
2018a). The previously infeasible computational costs
of CFD simulations are gradually becoming viable
with modern computing resources. CNWTs have the
ability to provide high-fidelity analysis of WEC per-
formance, which can allow in-depth optimisation and
performance assessment of a WEC design/concept at
low TRLs and capital expenditure, as discussed by
Weber (2012) and Penabla et al. (2018).
However, model validation is first required, to en-
sure the accuracy of the numerical results. Further-
more, the validation should consider cases where the
PTO and control systems are acting on the WEC.
Since, in such cases, the WEC: (1) experiences realis-
tic operational conditions, and (2) a WEC, controlled
for energy maximisation, in resonance with the inci-
dent waves, typically experiences increased nonlinear
hydrodynamic behaviour (Davidson et al. 2018).
Validating a CNWT WEC model requires exper-
imental data, typically only available from scaled
model testing in a physical wave tank (PWT). A
useful data set recently became available, from an
experimental testing campaign performed on a 1:10
scale model of the Wavestar WEC, reported by Jakob-
sen et al. (2016). Ransley et al. (2017) used this
data set for the validation study of a CNWT model,
where numerical results of body motion and hull-
pressure for a fixed and freely moving, undamped
body are compared to experiments. Windt et al.
(2018b) used this data set to validate different dy-
namic mesh motion methods in the OpenFOAM envi-
ronment, against experimental free-decay tests. This
data set is particularly interesting for CNWT WEC
model validation, since: (1) Pressure data on the
hull are recorded; (2) The 1:10 scale is larger than
most PWT experiments, allowing for the monitor-
ing of more realistic hydrodynamic and turbulence
effects (Schmitt and Elsa¨sser 2017); (3) The hy-
draulic PTO system operates in different conditions,
i.e. undamped, damped and under reactive control.
While neither Ransley et al. (2017) nor Windt et al.
(2018b) considers cases in which the hydraulic PTO
system is engaged, the present study aims to extend
the work of these previous validation studies, by in-
cluding the effect of the PTO system on the dynamic
behaviour of the WEC. This acts as a stepping stone
towards simulating the Wavestar device in a high-
fidelity wave-to-wire numerical test-bed for WECs
that includes multi-physics simulation, with a CNWT
for the hydrodynamics and high-fidelity modelling for
the PTO system, as demonstrated in Penabla et al.
(2018).
The remainder of the paper is organised as follows.
Section 2 introduces the experimental setup and WEC
characteristics from the PWT test campaign. Section
3 shows the details of the CNWT used for the nu-
merical simulations. Section 4 describes the test cases
considered in the validation study: waves-only sim-
ulations and diffraction, undamped and damped (i.e.
engaged PTO) WEC test cases. Section 5 presents and
discusses the results. Conclusions are drawn in Sec-
tion 6 and future work is discussed in Section 7.
2 EXPERIMENTAL SETUP
The experimental data in this study, originates from
PWT tests of a 1:10 scale Wavestar model (see Figure
1), conducted at the Ocean Wave Basin at Plymouth
University and detailed in (Jakobsen et al. 2016).
Figure 1: 1:10 scale Wavestar in Plymouth Ocean Wave basin
(adapted from Ransley et al. (2017))
A schematic of the experimental test setup, including
significant dimensions, is depicted in Figure 2. Sys-
tem properties (mass, inertia, etc.) are listed in Table
1.
In the test campaign, a number of different config-
urations were analysed including waves-only, fixed,
undamped and damped cases. Furthermore, the de-
vice behaviour was tested in numerous monochro-
matic and polychromatic sea states. For the validation
presented herein, the different configurations are sim-
ulated, while subject to only one of the monochro-
matic sea states, with wave height H = 0.1m and
wave period T = 1.4s.
The body motion is experimentally measured via
piston displacement of the hydraulic cylinder (see
Figure 2), which will be compared to numerical re-
sults. Furthermore, free surface elevation (FSE) data,
measured at various wave probes (WPs) in the PWT
(see Figure 3 for WP numbering), is also used for val-
idation. Although the WEC is also equipped with a
six DoF load-cell and pressure sensors, the force and
pressure data from these sensors is not considered in
this validation study, due to space restrictions.
Table 1: SYSTEM PROPERTIES OF THE WAVESTAR 1:10
SCALE MODEL
Mass (Float & Arm) 220kg
Inertia 124kg m2
Centre of Mass (CoM) of the floating
system in equilibrium relative to the
hinge position:
x 1.3954m
y 0.0m
z −1.3305m
Submergence (in equilibrium) 0.4m
Water depth d 3m
400
1685
1570
720
527
6 DOF Loadcell
Float
Arm
Pivot Point
3000
Hydraulic PTO Piston -z
x
Figure 2: Schematic of the experimental setup, including the
main dimensions (in mm). Schematic not to scale. (Fig. adopted
from Jakobsen et al. (2016), Ransley et al. (2017))
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Figure 3: WP locations in the PWT; WPs numbered in red; dis-
tances in meters (adapted from Jakobsen et al. (2016))
3 NUMERICAL SETUP
This study builds upon the work by Ransley et al.
(2017) and Windt et al. (2018b); thus, these stud-
ies can be consulted as useful guidelines for the
numerical model setup used herein. All simulations
are performed using the open-source CFD toolbox
OpenFOAM (Weller et al. 1998). More specifically,
the OpenFOAM Foundation fork, version 4.1 (Open-
FOAM Foundation 2016), is employed.
In OpenFOAM, the Navier-Stokes equations (1)
and (2), are solved using the Finite-Volume Method
(FVM). To account for the two phase flow, the Vol-
ume of Fluid (VoF) method is used.
∇ · u = 0 (1)
∂(ρu)
∂t
+∇ · (ρuu) = −∇p+∇ ·T+ ρfb (2)
In Equations (1) and (2), t represents time, u the fluid
velocity, p the fluid pressure, ρ the fluid density, T
the stress tensor and fb external forces such as gravity.
Laminar flow conditions are assumed for all simula-
tions, as in Ransley et al. (2017). Investigating the in-
clusion of turbulence modelling will be part of future
work.
The body motion is solved for using OpenFOAM’s
sixDoFRigidBodyMotion solver, which calculates the
body’s trajectory from the forces acting upon it, via
Newton’s 2nd law of motion. The WEC motion is
constrained to the pitch DOF in the sixDoFRigid-
BodyMotion solver. Furthermore, the PTO is included
as an angularSphericalDamper restraint in the motion
solver.
For numerical wave generation and absorption,
the relaxation zone method, implemented in the
waves2Foam toolbox (Jacobsen et al. 2012), is em-
ployed. Generally, this method requires larger do-
main sizes, thus longer computing times, com-
pared to a static boundary numerical wave maker
(NWM) (Windt et al. 2018). However, for the de-
sired monochromatic sea state, preliminary stud-
ies revealed better accuracy for the waves2Foam
wave maker, compared to the static boundary NWM
olaFOAM (Higuera et al. 2013). No wave absorption
is implemented in the y-direction.
Convergence studies, as presented in Windt et al.
(2018), were performed to determine the required
wave generation relaxation zone length (Lg) and wave
absorption relaxation zone length (La). Likewise, fol-
lowing the convergence study outlined by Windt et al.
(2018), the spatial (in the free surface and near-body
region) and temporal discretisations were determined.
The dimensions of the generation and absorption re-
laxation zone lengths, spatial and temporal discretisa-
tions, selected from the convergence studies, are listed
in Table 2.
The spatial dimensions of the CNWT are 4.5m x
18.92m x 6m (WxLxH). A symmetry plane bisects the
domain, to reduce the computational overhead, with
the validity of exploiting symmetry in the CNWT
for the Wavestar WEC being shown in Windt et al.
(2018b). The total cell count of the domain is approx.
800k cells. A screen shot of the spatial discretisation
in the interface and near-body region is depicted in
Figure 5.
Figure 4: Numerical setup: Visualisation of the relaxation
strength, free surface and the buoy hull
2H
Figure 5: Spatial discretisation of the numerical domain with
10CPH and 200CPL
4 TEST CASES
The present validation study considers four different
test cases, described in the following sub-sections.
4.1 Waves-only
A waves-only case, in which the WEC is not present
in the tank, was performed in the PWT experiments
to measure the incident wave field. The present vali-
dation study considers this test case first, to validate
the NWM employed in the CNWT. Phase averaged
free surface elevation (FSE) traces, from a zero-down
crossing analysis (Windt et al. 2018), are shown for
experimental and numerical results at different WP
Table 2: RELAXATION ZONE LENGTHS AND DOMAIN
DISCRETISATION
Generation relaxation zone length (Lg) 1λ
Absorption relaxation zone length (La) 3λ
Reflection coefficient 2%
Spatial discretisation:
dx 200CPL
dy 50CPL
dz 10CPH
Temporal discretisation 1400∆t/T
locations aligned in the direction of the wave prop-
agation (WPs 2, 7, 11 and 13).
4.2 Diffraction
To further validate the hydrodynamic model, and in-
troduce wave-structure interaction (WSI), diffraction
test cases are next considered for validation. In the
diffraction tests, the WEC is held fixed in the PWT
and CNWT and the FSE at various locations is mea-
sured. For this case, the resulting time traces, rather
than the phase averaged results, are directly compared
for validation purposes, to be able to show transient
behaviour in the data.
4.3 Undamped WEC
To further validate the WSI, a test case with a freely
moving body is considered. Here, in the PWT, the hy-
draulic fluid is drained from the PTO system, so that
no additional damping, other than bearing friction or
stiction, affects the body dynamics. In this case, the
measured cylinder displacement in the PWT is com-
pared to the equivalent output from the CNWT. Since,
the cylinder displacementXc is not directly measured
in the CNWT, this value is calculated using geomet-
rical transformations from the measured translational
displacement of the WEC, following
α′(t) = α∗ + γ(t) (3)
Xc(t) =
√
−(cos(α′(t)) · 2 · a∗ · b∗)− a∗2 − b∗2) .
(4)
All relevant angles and distances are depicted in Fig-
ure 6, where time dependent variables are denoted
with (t) and time invariant parameters with the super-
script ∗. The red dot represents the reference point,
tracked throughout the simulation. From the x and
z displacement of the reference point, β(t) is calcu-
lated.
4.4 WEC with PTO damping
Lastly, the case of a device damped through the PTO
system is considered. Three different PTO settings,
with linear PTO damping factors (Dexp) of 50, 100
and 200, are tested. In the CNWT, the PTO damp-
ing is replicated through an angularSphericalDamper
restraint in the sixDoFRigidBodyMotion solver. The
corresponding numerical damping values (Dnum) are
determined using data fitting with a brute force ap-
proach.
-z
x α∗
θ∗
γ(t)
β(t)
Xc(t)
b∗
a∗
Figure 6: Relevant angles and distances for the calculation of the
cylinder displacement Xc(t), where time dependent variables
are denoted with (t) and time invariant parameters with the su-
perscript ∗. The red dot represents the reference point, tracked
throughout the simulation. From the x and z displacement of the
reference point, β(t) is calculated.
5 RESULTS AND DISCUSSION
5.1 Waves-only
Figures 7 and 8 show the experimental and numerical
phase averaged free surface elevation (FSE) traces, re-
spectively. From the experimental data, considerable
spatial scatter can be observed whereas, in contrast,
the numerical data show consistent surface elevation
measurements at the different positions.
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Figure 7: Experimental phase averaged FSE
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Figure 8: Numerical phase averaged FSE
Figure 9 shows a comparison between the experi-
mental and numerical FSE for each WP location. Vi-
sual inspection reveals some deviations at the wave
troughs at WP 7 and WP 13, showing overestimation
and underestimation, respectively, of the experimental
wave trough. To quantify the deviation between ex-
perimental and numerical FSE, the root-mean-square
error (RMSE) is calculated for the phase averaged
FSE data following Equation 5,
RMSE =
√∑N
i=1(η(i)num − η(i)exp)2
N
(5)
where N is the sample length, and η(i)num and
η(i)exp are the numerical and experimental FSE at
each sample point i, respectively. The sample fre-
quency is 100Hz. Results are listed in Table 3. Over-
all, a good match between FSE numerical and exper-
imental data is found.
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Figure 9: Comparison of numerical and experimental phase av-
eraged FSE
Table 3: RMSE BETWEEN NUMERICAL AND EXPERI-
MENTAL FSE FOR WAVE-ONLY CASE
WP # 2 7 11 13
RMSE [·10−3] 1.5 3.2 2.0 2.2
5.2 Diffraction
To account for the phase difference between the nu-
merical and experimental time traces, introduced by
the differences in the longitudinal extension of the
tanks, the time traces are shifted relative to each other.
The shift is determined based on the FSE time traces
at WP 2 for the waves-only test case. The first steady
state oscillation in the FSE data is used as reference
point. Figure 10 shows the experimental and numeri-
cal time trace before (Figure 10 a)) and after the shift
of the experimental data set (Figure 10 b)).
Using the shifted FSE time traces, the FSE for the
diffraction case is evaluated at six different WP lo-
cations (see Figure 11). The quantification is again
achieved by calculating the RMSE between experi-
mental and numerical FSE data. Results are tabulated
in Table 4.
The inspection of the time traces reveals a relatively
close match between the two data sets for WP 2
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Figure 10: FSE time traces before (a) and after (b) the correction
shift, to account for different tank dimensions in the PNWT and
CNWT
(RMSE 1.98 · 10−2) and WP 7 (RMSE 2.25 · 10−2),
where at WP 7 the influence of the diffracted waves
after approx. 20s can be seen. In the wake of the
WEC, at WP 11, more significant differences can be
observed (RMSE 4.09 · 10−2). These deviations de-
cay downwave and smaller deviations are found for
WP 13 (RMSE 3.26 ·10−2). Along the horizontal axis,
at WP 14 and 16, relatively small deviations (RMSE
1.76 · 10−2) are found in the vicinity of the body (WP
14), while closer to the wall, at WP 16, larger devia-
tions (RMSE 3.10 · 10−2) are measured.
In order to determine the source of the observed de-
viations, video footage of the experimental tank test
has been inspected. It can be observed, that the phys-
ical constraints are unable to hold the WEC perfectly
stationary, when subjected to the excitation force of
the waves in the PWT, which, in contrast to the mo-
tionless WEC in the CNWT, may bias the diffracted
wave field. Furthermore, the reflections from the PWT
down- and upwave boundaries may not match the
CNWT, which, again, can bias the measured wave
field.
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
−0.1
0
0.1
F
S
E
η
[m
]
a) WP 2 Exp
Num
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
−0.1
0
0.1
F
S
E
η
[m
]
b) WP 7
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
−0.1
0
0.1
F
S
E
η
[m
]
c) WP 11
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
−0.1
0
0.1
F
S
E
η
[m
]
d) WP 13
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
−0.1
0
0.1
F
S
E
η
[m
]
e) WP 14
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
−0.1
0
0.1
Time [s]
F
S
E
η
[m
]
f) WP 16
Figure 11: Experimental and numerical FSE time traces at WPs
2 (a), 7 (b), 11 (c), 13 (d), 14 (e) and 16 (f)
Table 4: RMSE BETWEEN NUMERICAL AND EXPERI-
MENTAL FSE FOR DIFFRACTION CASE
WP # 2 7 11 13 14 16
RMSE [·10−2] 1.98 2.25 4.09 3.26 1.76 3.10
5.3 Undamped WEC
Figure 12 shows the time trace of the hydraulic cylin-
der displacement Xc(t). For the CNWT, these have
been extracted using geometrical transformations on
the measured displacement of the buoy. To account
for the phase difference between the physical and nu-
merical wave signal, the experimental data are shifted,
based on the results in Section 5.2. Although a match
in phase is expected after applying the shift, a clear
mismatch can be observed (see Figure 12 a)). Only
an additional shift of 0.96s leads to an agreement in
phase between the two cylinder displacement signals
(see Figure 12 b)). It is assumed that an incorrect
triggering between the wave paddle signal and the
cylinder displacement signal in the PTW provokes the
need for an additional shift. This assumption is under-
pinned by inspection of the free surface elevation at
WP 16, for the undamped body case (see Figure 13).
Applying the same shift, as found in the previous sec-
tion, to the FSE time trace, good phase agreement is
observed between experimental and numerical data.
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Figure 12: Experimental and numerical cylinder displacement
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Figure 13: Experimental and numerical FSE time traces at WP
16
Overall, large temporal scatter in the oscillation am-
plitude can be observed in the numerical and exper-
imental data. It is suggested that this is the results
of extensive wave reflections from the side walls of
the PWT and CNWT. Indeed, the trends of larger and
smaller oscillation amplitudes are well captured by
the numerical simulations up to approx. t > 34s. After
that, it can be assumed that additional reflection from
the PWT far field boundaries come into play. In fact,
for the experimental analysis, Jakobsen et al. (2016)
also only used the first 20 fully formed wave peri-
ods, to limit reflections from the walls and beaches.
A relatively large RMSE of 0.264 is calculated be-
tween the experimental and numerical results. Inter-
estingly, larger max./min. displacements can be ob-
served in the experimental results, for t > 14s. The
neglect of any additional bearing friction or suchlike
in the CNWT, would however suggest larger oscilla-
tions in the numerical domain. Overall, similar results
are found by Ransley et al. (2017), giving some con-
fidence in the CNWT data. In future work, using a
different monochromatic wave, the validity of these
results shall be further investigated.
5.4 WEC with PTO damping
The cylinder displacement, surface elevation at WP
16 and the power output from the PWT for three PTO
settings, i.e. 50, 100 and 200, is shown in Figure 14 a)
– c). As expected, a decrease in oscillation amplitude
can be observed with increasing PTO damping, while
the surface elevation in line with the device is virtu-
ally unaffected by the different PTO settings. For the
power output, a decrease with increasing PTO damp-
ing can be observed.
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Figure 14: Experimental cylinder displacement (a)), surface ele-
vation (at WP 16) (b)) and power output (c)) with different PTO
settings
In the PWT, linear damping is applied to the PTO
system. In the CNWT, rotational angular damping
[Nms/rad] has been applied in this study. Thus, in a
first test, using Dexp = 200, the effective rotational
angular damping is determined, using a brute force
approach. Results for this optimization are shown
in Figure 15 and 16. Figure 15 shows a time trace
snippet for the different numerical damping settings,
while Figure 16 shows the relative deviation between
the numerical and experimental peak and trough val-
ues, as a function of the applied angular damping.
From Figure 16, it can be seen that an excellent
match for the oscillation peaks is achieved with a an-
gular damping of 3500Nms/rad; however, a residual
error of 10% can be observed for the troughs. This
suggests the need for damping additional to the linear
damping in the PWT. A detailed investigation of this
additional damping will be part of future work.
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Figure 15: Experimental (Dexp = 200) and numerical cylinder
displacement for different PTO settings
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Figure 16: Relative deviation between numerical and experimen-
tal (Dexp = 200) peak and trough values of the cylinder displace-
ment for different PTO settings
To validate the damping coefficient found in the above
described brute force optimisation, damping factors
of 1750Nms/rad and 875Nms/rad are applied to
replicate the PWT test cases of Dexp = 100 and
Dexp = 50, respectively. Time traces for all three test
cases are shown in Figures 17 to 19, while the cor-
responding RMSE values are listed in Table 5. Ad-
ditionally, the mean power output from the numerical
simulations and the experimental tests are listed in Ta-
ble 6.
As expected, Table 5 shows the smallest RMSE
value (3.61 · 10−2m) for the case of Dexp = 200, for
which the optimisation has been performed. In fact,
this is approx. half the RMSE found in the undamped
case. The relatively good match between experiments
and numerics is also highlighted in the plot of cylinder
displacement, Figure 17, where the aforementioned,
larger mismatch at the oscillation troughs can be ob-
served. Generally, compared to the undamped case, a
more regular cylinder displacement can be observed
when engaging the PTO. This can be attributed the
reduction of wave reflection in the tank due to smaller
body motions.
For decreasing damping values, Table 5 shows in-
creasing RMSE values. Inspection of Figures 18 and
19 reveals that the predicted damping coefficient in
the numerical simulations leads to an underestimation
of the cylinder displacement amplitudes. It can be as-
sumed that, in the case of the largest damping, the
PTO dynamics effect the motion of the body in a dif-
ferent way to that for lower damping values. Since the
brute force approach was used for the largest damp-
ing case, these dynamics are accounted for and thus,
lead to a mismatch in the body motion for the lower
damping values.
In neglected influence of PTO dynamics and me-
chanical damping can furthermore be observed in the
mean power output (see Table 6). Although smallest
RMSE in the device position (and thus velocity) is
seen for the largest damping, the highest relative de-
viation in power is found for this case. The deviation
can directly be attributed to deviations in the force
signal, i.e. overestimation of the PTO force. The de-
viations in power output for the cases of Dexp = 100
and Dexp = 50 do follow the trend of the cylinder dis-
placement. The case of Dexp = 100, with a RMSE
of 6.7 · 10−2m shows a relative deviation in power
of 6.8%. The case of Dexp = 50, with a RMSE of
13.5 · 10−2m shows a relative deviation in power of
19.4%. To clarify the source of the deviation, a thor-
ough study on the modelling of the damping compo-
nents affecting the body dynamics (mechanical fric-
tion and stiction, PTO losses, etc.) will be part of fu-
ture work.
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Figure 17: Numerical and experimental cylinder displacement
for Dnum = 3500Nms/rad and Dexp = 200
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Figure 18: Numerical and experimental cylinder displacement
for Dnum = 1750Nms/rad and Dexp = 100
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Figure 19: Numerical and experimental cylinder displacement
for Dnum = 875Nms/rad and Dexp = 50
Table 5: RMSE BETWEEN NUMERICAL AND EXPERI-
MENTAL CYLINDER DISPLACEMENT
Dexp 200 100 50
Dnum [Nms/rad] 3500 1750 875
RMSE [·10−1m] 0.36 0.67 1.35
Table 6: MEAN POWER OUTPUT AND RELATIVE DEVIA-
TION FROM NUMERICAL SIMULATIONS AND EXPERI-
MENTS
Dexp 200 100 50
Dnum [Nms/rad] 3500 1750 875
Pexp [W] 9.9 14.6 17.15
Pnum [W] 12.85 15.6 13.82
|| [%] 29.8 6.8 19.4
6 CONCLUSIONS
From the results of the different validation test cases,
four essential conclusions can be drawn:
• The experimental data are subject to measure-
ment uncertainty and some unquantifiable ef-
fects, such as mechanical friction, rendering the
validation a challenging task.
• The numerical setup is able to accurately gener-
ate the desired wave field and shows a relatively
good match with the experimental data, espe-
cially considering the significant spatial scatter
of the wave field in the PWT.
• The WSI, for the case of a fixed, diffracting,
body is well captured in the CNWT and the hy-
drodynamic model is effectively validated.
• The WSI, for the case of a moving body, under
different conditions, shows a difference in accu-
racy depending of the particular case. General
trends of the body dynamics are captured; how-
ever, for a full validation, more in-depth studies
on the representation of the mechanical system
in the CNWT are needed.
7 FUTURE WORK
In a follow-up study to the present paper, the hydro-
dynamic model will be further validated using differ-
ent monochromatic and polychromatic sea states, and
will also include reactive control cases. The validated
model will then be coupled to a high-fidelity PTO
model (Penabla et al. 2018) in order to enable analy-
sis of the effect of turbulence modelling, and scaling,
under realistic conditions.
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